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5’ SHORT BASE
SB65GH

FOR EMBEDMENT IN CONCRETE.

SIDE ARM ASSEMBLY
SA253UA

MOUNTING TUBE PROVIDED IS 3’ LONG,
2 1/4” O.D.

HOUSE BRACKET
KH1014

ADJUSTABLE TO POSITION 65G
18” - 30” FROM WALL.

FACE DISH MOUNT
DM654

4 1/2” O.D. X 5’ LONG

DM654TB
4 1/2” O.D. X 5’ LONG WITH TIE-BACK

ANGLE.

10’ TAPERED BASE
65TGH*

FOR USE WITH 15/16X16PP, 
ORDERED SEPARATELY.

CAP PLATE KIT
CP4A

(3) CAP PLATES WITH NUTS AND BOLTS.

LIGHTNING ROD
PLATE KIT

VW133
INCLUDES: LIGHTNING ROD PLATE,
(2) CAP PLATES, NUTS AND BOLTS.

PIER PIN
15/16X16PP

FOR USE WITH 65TGH 
EMBEDDED IN CONCRETE. 

PIER PIN MUST BE ORDERED
SEPARATELY, UNLESS BEING

PURCHASED AS PART OF
A COMPLETE TOWER KIT.

LEG MOUNTED 
BEACON PLATE KIT

APL4HA
FOR MOUNTING BEACON OR
LIGHTNING ROD.  BOLTS TO 

TOP OF STANDARD SECTION. 
INCLUDES BEACON PLATE,

(2) CAP PLATES, NUTS AND BOLTS.

LIGHTNING ROD
LRCL

5’ COPPER CLAD
ORDERED SEPARATELY.

* TOWERS MOUNTED ON THESE BASES MUST BE BRACKETED OR GUYED AT ALL TIMES. TEMPORARY STEEL GUYING MAY ALSO BE NECESSARY DURING INSTALLATION AND DISMANTLING.

Adjustable 
2.5’ - 3.0’

Tie-Back Angle
with 9/16” dia.
holes, included
with DM654TB.

6.2’

DISH MOUNT
KY509 - 2 3/8” O.D. MAST
KY510 - 4 1/2” O.D. MAST

MOUNTING TUBE PROVIDED IS 5’ LONG.

3’ SIDE ARM
KH6100A

MOUNTING TUBE PROVIDED IS 7’ LONG,
2 3/8” O.D.

6’ SIDE ARM
KY1048A

MOUNTING TUBE PROVIDED IS 5’ LONG,
2 3/8” O.D.




