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Configuration Dimensions
Length Range variable length

Cable Diameter 4.8 mm (0.20in)

End 1 Breakout Length N/A

Minimum Bend Radius

20 x cable diameter 
(dynamic)
10 x cable diameter  
(static)

Packaging
Cable Weight 0.039 kg/m (0.026 lb/ft)

Product Type 2 fiber assembly

Cable Type outdoor fiber jumper

Fiber Type single-mode (G.657.A2)

Construction Type non-armored

Total Fibers, Quantity 2

End 1 Connector LC uniboot, UPC OCTIS™ 
plug kit SFP/SFP+

End 2 Connector LC duplex, UPC

Jacket Type indoor / outdoor 

Jacket Color black

OFJ-2SMA-LCOLCDOCT-TR-Mx 

Environmental / Mechanical 

Outdoor Fiber Jumper for Tarana G2 
2 fibers, single-mode, armored, LC Uniboot with 
OCTIS™ plug kit SFP/SFP+, LC Duplex

Used from Distribution box to G2 BN or from Cabinet/
Shelter to the G2 BN - SFP not included

Cable Attenuation, max 0.5 dB/km @ 1310 nm  
0.5 dB/km @ 1550 nm

Connector Insertion Loss 
@ 1310/1550nm

≤ 0.10 dB (typ) 
0.30 dB (max)

Connector Return Loss 
@ 1310/1550nm  50 dB (typ)

Operating  
Temperature -40°C to +80°C (-40°F to +176°F)

Storage 
Temperature -40°C to +80°C (-40°F to +176°F)

Installation 
Temperature -10°C to +65°C (+14°F to +149°F)

Performance


